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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 




Mazdoor Kisan Shakti Sangathan 
"The Right to Information, The Right to Live" 



IS 6869-5 (1973) : Playground Equipment for Parks, Part V: 
Parallel Bars [PCD 22: Sports Goods] 
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'Step Out From the Old to the New' 
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Satyanarayan Gangaram Pitroda 
Invent a New India Using Knowledge 



Bhartrhari — Nitisatakam 
"Knowledge is such a treasure which cannot be stolen" 
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PROTECTED BY COPYRIGHT 



UDC 685*644-4 : 712-253 



IS: 6869 ( Part V)- 1973 



( Reaffirmed 2000 ) 




Indian Standard 

SPECIFICATION FOR 

PLAYGROUND EQUIPMENT FOR PARKS 

PART V PARALLEL BARS 



1. Scope — Specifies dimensional and other requirements of parallel bars erected in parks as playground 
equipment. 

2. Materials — As in 2 of IS : 6869 (Partl)-1973 'Specification for playground equipment for 
parks: Part I General requirements ( under print) '. 

3. Dimensions 

3.1 Height— 1 075 ± 25 mm. 

3.2 Horizontal Rails 

3.2.1 Distance apart — Not less than 380 mm and not more than 460 mm between centres. 

3.2.2 Length — Min 2 450 mm, Max 2 750 mm. 

3.2.3 Oversail — Maximum distance by which the horizontal rail oversail uprights: 380 mm. 

3.2.4 Outside diameter 

a) If made of tube: 42*4 mm, 4-0 mm, thick. 

b) If made of timber encased steel core: Dia of core 22*4 mm. Dia of timber casing 44*5 
±15 mm. 

c) If made of solid timber: Dia of rails 44*5 ± V5 mm. 

3.3 Uprights 

3.3.1 Outside diameter— Not less than 60*3 mm, 4*5 mm thick. Maximum distance between 
uprights supporting one rail shall be 2 m. 

3.3.2 Minimum depth of sinking of uprights into concrete block shall be 450 mm. 

3.4 Concrete Blocks — Shall be 450 mm square and 330 mm deep. 

4. Construction — Provisions of 4 of IS : 5869 ( Part I )-1 973 shall apply. 

5. Workmanship and Finish — Provisions of 3.1, 3.2 and 3.3 of IS : 6869 ( Part I )-1973 shall apply. 

6. Marking — Provisions of 6 of IS : 6869 ( Part I )-1 973 shall apply. 

6.1 ISI Certification Marking— Details available with the Indian Standards Institution, New Delhi 1. 

7. Packing — Provisions of 7 of IS : 6869 ( Part I )-1 973 shall apply. * 
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